CHAPTER 1 FILTRATION & IRON REMOVAL

5. HYPERFILTRATION TURBIDEX

SEDIMENT HYPERFILTRATION WITH TURBIDEX (FLECK/CLACK)

AN EXTRA FINE FILTRATION WITH A COMPACT INSTALLATION

Turbidex filters contain:

Composite Vessel

Distribution systems

Clack or Fleck valve - Chronometric electronic filter version
Turbidex + silex

In case of side mount: PVC-kits with support in stainless steel

FILTRATION & IRON REMOVAL

Alifer Flow Backwash

(m3h)  flow (m*h)

Reference Code Description Vessel medium
(CFT)

Clack - Top Mounted

25 m/h 40 m/h
5003108946 Pallas TDX-10-C PALLAS Turbidex Filter 30 - WS1 10x54 1 12 2,0
5003108949 Pallas TDX-13-C PALLAS Turbidex Filter 60 - WS1 13x54 2 2] 33
5003908160 Pallas TDX-16-C PALLAS Turbidex Filter 100 - WS125 16x65 4 31 5,0
5003108961 Pallas TDX-18-C PALLAS Turbidex Filter 150 - WS15 18x65 5 4,0 6,4
5003108962 Pallas TDX-21-C PALLAS Turbidex Filter 200 - WS15 21x60 6 54 87
5003108964 Pallas TDX-24-C PALLAS Turbidex Filter 250 - WS2 24x69 9 71 1,3
5003108966 Pallas TDX-30-C PALLAS Turbidex Filter 400 - WS3 30x72 14 1,0 177
Clack - Side Mounted
5007118992 Clack WS3 SM-400 PALLAS Turbidex Filter 400 - WS3 30x72 14 1,0 177
5007118993 Clack WS3 SM-600 PALLAS Turbidex Filter 600 - WS3 36x78 21 15,9 25,4
5007118994 Clack WS3 SM-800 PALLAS Turbidex Filter 800 - WS3 42x78 28 21,6 34,6
Fleck - Top Mounted
5003108921 Pallas TDX-10-F PALLAS Turbidex Filter 30 - 7700 10x54 1 1,2 20
5003108922 Pallas TDX-13-F PALLAS Turbidex Filter 60 - 7700 13x54 2 21 33
5003108923 Pallas TDX-16-F PALLAS Turbidex Filter 100 - 7700 16x65 4 ail 5,0
5003108924 Pallas TDX-18-F PALLAS Turbidex Filter 150 - 2850SXT 18x65 5 4,0 6,4
Fleck - Side Mounted
5007118981 Fleck 3150 HF SM-200 PALLAS Turbidex Filter 200 - 3150SXT 21x60 6 5,4 87
5007118982 Fleck 3150 HF SM-250 PALLAS Turbidex Filter 250 - 3150SXT 24x69 9 7] 13
5007118983 Fleck 3150 HF SM-400 PALLAS Turbidex Filter 400 - 3150SXT 30x72 14 1,0 17,7
Options
Watermeter according to the diameter of the installation See chapter Components - Watermeter

Configurated to have no untreated water during backwash

Top/bottom vessel (diameter < 30”)

Testfilter

1600008315 Master Plus Turbidex Pallas Turbidex Testfilter




